SECTION 03360
DYED CONCRETE FINISH SYSTEM
PART 1
GENERAL

1.1

WORK TO INCLUDE:


A.
Furnishing and installation of Dyed Concrete Finish System, including concrete scoring, preparation, dyeing and sealing.

1.2

RELATED WORK:

A. Section 03300 - Cast-in-place Concrete

B. Section 07900 - Sealants

1.3

PROTECTION:

A. Finished system shall be protected against undue soilage and damage by other trades by the use of reasonable care and precaution during process of installation and after completion of installation, prior to substantial completion of project. 

1.4

SUBMITTALS:


A.
Color samples shall be submitted for consideration and selection in accordance with Section 01300, Submittals.

1.6

JOB MOCK-UP:


A.
Prior to installation of acid stained concrete finish system, contractor shall provide minimum 4’ x 4’ mock-up at the job site in area where floor covering is to be installed over concrete floor slab.  Architect shall approve color blend and workmanship of the mock-up, then retain as a standard for judging completed work. This shall not become part of the finished work. Architect may ask that sealer be applied for mockup approval.

1.7

QUALITY CONTROL

A. All components of the dyed concrete finish system shall be provided by one single system installer.

B. Do not apply dye concrete finish system when temperature is at or below 40 degrees Fahrenheit or temperatures are projected to go below freezing before dye or sealers can have time to cure.

C. Do not use any chemical curing agents for concrete where dyed concrete system is to be installed.

D. Use only blue or white chalk for chalk lines where dyed concrete finish system is to be installed. No red or yellow colored chalk is to be permitted.

E. Power and water to be available prior to beginning of work.

PART 2 
PRODUCTS

2.1

MATERIALS

A. Dye: Solvent Based Concrete Dye

1.
Colors: Architect to select initial colors from manufacturer’s standard color selection. Installer shall provide mock-up in field with initial colors selected. At Architect’s discretion, other color combinations may be applied in additional mock-ups for his review and approval.

     B.    Approved Dye Manufacturers

           1.  American Decorative Concrete Supply Company

                www.adcsc.com   (800) 592-9320

           2. Colormaker Floors

                www.colormakerfloors.com   (604) 244-3122

C.   Clear Protective Coatings: 

1.
Solvent-based sealer with solids content between 25 and 45 percent.

D.  Aluminum Oxide: 



1.
Provide per this section for slip resistance.
PART 3
EXECUTION

3.1

EXAMINATION


A.
Verify preparation conditions before beginning work.

3.2

PREPARATION

A. Clean concrete floor per manufacturer’s instruction.

B. Score concrete floor in pattern as shown on drawings. Unless noted otherwise, joint width to equal width of sawn control joints.

3.3

INSTALLATION:


A.
Floor to be clean of all foreign materials and dust.

B.
Sealants to be installed in control joints prior to application of stain.


C.
Apply dye per manufacturer’s instruction, leaving no broom marks when cured. 


D.  Apply one coat on solvent-based sealer over stained floor. When dry, apply a final coat of Urethane/Solvent sealer. 


1.
Broadcast aluminum oxide granules over freshly applied sealer in areas called to be slip resistant per manufacturer’s recommendation. Provide minimum 2’ x 2’ mockup area to represent degree of slip resistance for approval.

E.  After sealer has cured, floor will be ready for waxing by owner.

END OF SECTION
